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FILTER MANUFACTURING COMPANY

4327 South 4th Street * Chickasha, OK 73018 » (405) 224-0229

Manufacturer of Quallty

Air and Liquid Filtration Products

www.royalfilter.com




RL and RL-AB Series

The RL and RL-AB series cartridges are designed for efficient
removal of particulates from liquids or gases when either nom-
inal or efficient Beta rated filtration is required. RL series
media is a solvent based phenolic resin impregnated cellulose.
The RL-AB series media is a combination of solvent based phe-
nolic resin impregnated cellulose and glass fibers providing
excellent Beta rated filtration. All cartridges are constructed of
the finest materials and workmanship. Center tubes are spiral
formed tin plated steel to prevent cartridge collapse at high dif-
ferential pressures, and to provide corrosion resistance as well.
External outer covers are tin plated, perforated lock seamed
steel for safety and optimum media protection. PVC adhesives
and Buna N gaskets are standard on both series.

RSL and RSLH Series

These series of cartridges are designed for filtration of water,
water based fluids, and a wide range of chemicals. These filter
cartridges stand up to continuous use in water based fluids with-
out the softening or deterioration common with many resin
impregnated paper cartridges. These cartridges are made with
advanced synthetic polyester and microglass medias, which
allows high flow rates with low pressure drops as well as excel-
lent temperature resistance., RSLH series elements are wire
backed for pleat stability and strength. RSL and RSLH car-
tridges are available in removal ratings from 1/2 to 40 microns.
Sizes are available to replace many existing paper cartridges.

RLWA Series

RLWA series cartridges are designed for removal of water and
particulates from petroleum products. Royal water absorbing
cartridges protect equipment in systems where the presence of
water is harmful or undesirable. These cartridges alert the oper-
ator to the need for cartridge change through a rapid rise in dif-
ferential pressure as the cartridge becomes saturated with water.
Media-is a combination of cellulose and special water absorb-
ing, polymer layers. RLWA cartridges are ideal for use in lubri-
cating, oils, hydraulic oils, transformer oils, fuels, and many
other petroleum products. They can also be used in portable
fluid conditioning equipment. Cartridges are available in sizes
to replace existing filter cartridges. Particulate removal ratings
are available from 1/2 to 25 microns.







